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O Characteristics:
(1) EERGEEES(ER" R o8, A EIEEE (1)Standard type drill collet is made of "Carbon Steel"
EA(HRC40° ~45° )« under heat treatment (HRC40'~45’)
(2) ABEYTE A, SNBSS - (2)Body is under interior and exterior precise grinding
o process.
(3)P3. AFHAIRFADIN2 1857348 - (3)Inside and outside Morse Taper complies with DIN2185.
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STYLE No. MODEL No. : . Accuraacy
210-01200-0000 MTIX2 1 2 92 0.02
210-01300-0000 MTIX3 1 3 99 0.02
210-01400-0000 MTIX4 1 4 124 0.02
210-01500-0000 MTIX5 1 5 156 0.02
210-02300-0000 MT2X3 2 3 112 0.02
A 210-02400-0000 MT2X4 2 4 124 0.02
210-02500-0000 MT2X5 2 5 156 0.02
210-03400-0000 MT3X4 3 B 140 0.02
210-03500-0000 MT3X5 3 5 156 0.02
210-03600-0000 MT3X6 3 6 218 0.02
210-04500-0000 MT4X5 4 5 171 0.02
210-04600-0000 MT4X6 4 6 218 0.02
210-05600-0000 MT5X6 ) 6 21 0.02
210-01201-0000 MTIX2 1 2 92 0.005
210-01301-0000 MTIX3 1 3 99 0.005
210-01401-0000 MTIX4 1 4 124 0.005
210-01501-0000 MTIX5 1 5 156 0.005
210-02301-0000 MT2X3 2 3 112 0.005
AA 210-02401-0000 MT2X4 2 4 124 0.005
210-02501-0000 MT2X5 2 5 156 0.005
210-03401-0000 MT3X4 3 4 140 0.005
210-03501-0000 MT3X5 3 5 156 0.005
210-03601-0000 MT3X6 3 6 218 0.005
210-04501-0000 MT4X5 4 5 171 0.005
210-04601-0000 MT4X6 4 6 218 0.005
210-05601-0000 MT5X6 5 6 218 0.005




